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In a ﬁrst beam dynamics validation experiment for a new Pulse Line Ion Acceleration (PLIA)
concept, the predicted energy ampliﬁcation and beam bunching were experimentally observed. Beam
energy modulation of -80 keV to +150 keV was measured using a PLIA input voltage waveform
of -21 kV to +12 kV. Ion pulses accelerated by 150 keV, and bunching by a factor of four were
simultaneously achieved. The measured longitudinal phase space and current waveform of the
accelerated beam are in good agreement with 3-D particle-in-cell simulations.
PACS numbers: 52.59.Bi, 29.27.Ac, 41.85.p, 29.27.a, 41.75.Ak, Cn, 41.85Ct
Intense ion pulses of moderate energy oﬀer an attrac-
tive driver for heating dense matter uniformly to extreme
conditions, because their energy deposition is nearly clas-
sical and shock-free. Simultaneous transverse and longi-
tudinal beam compression, along with rapid beam ac-
celeration, are being studied as a means of generating
such beams, which will be used for warm dense matter
(WDM) [1–3], high energy density physics, and fusion [4]
studies. Recent experiments on radial [5–10] and longi-
tudinal [11, 12] compression of intense neutralized beams
demonstrated signiﬁcant enhancements in beam intensity
with in a mm radius beam proﬁle. The experiments are
in quantitative agreement with theory and simulations
[13–18]. In parallel with beam compression studies, for
the same purposes, a new method of accelerating these
intense ion bunches was conceived [19] and studied us-
ing analytic theory and simulations [19–24]. A PLIA
can accelerate beams of any pulse length, in principle,
but is best suited as an accelerator for intense bunches
with pulse lengths of tens of centimeters. This parame-
ter regime is not well matched to RF accelerators. The
major advantage of the PLIA concept is its potential for
a signiﬁcant reduction in the cost per MeV compared to
induction linacs, for example.
The PLIA is a helical coil structure, submerged in a di-
electric medium (oil) and powered by a pulsed high volt-
age waveform to impart beam energy gains many times
higher than the input voltage to the helix. Ions are ac-











where 2V0 is the incremental voltage change of a ramped
pulse over an incremental distance ∆z, τc is the dura-
tion of the ramped pulse, and vc, L0 and C0 are the
circuit speed, the equivalent inductance, and the equiva-
lent capacitance per unit length of the transmission line,
respectively. At the low frequencies involved, the wave
propagates with almost no dispersion, so the wave pulse
shape is preserved as it progresses downstream; that is,
the voltage proﬁle V (z − vct) changes only slightly with
time. Figure 1(a) is a schematic representation of a heli-
cal pulse line structure.
Figure 1(b) is a simple applied voltage proﬁle on the
helix coil. Figure 1(c) shows the helical structure for
this experiment, the parameters of which are listed in
Table I. The input end of the helix is shorted to the
outer conducting tube (ground). Transformer coupling
from a loosely-coupled primary winding to the helix al-
lows the input feedthrough voltage to be a fraction of the
helix voltage. A primary strap with one or two turns,
driven by a low-impedance pulsed-power source is placed
a short distance radially outward from the grounded in-
put end of the helix. A fraction of the ﬂux created by
the primary strap links to the helix, and this ﬂux gen-
erates an axial voltage gradient along the input region
of the helix. Downstream, the helix is terminated into
its characteristic impedance via a string of resistors he-
lically wound with a pitch similar to that of the helix.
This serves to minimize reﬂections which could distort
the voltage waveform. Result of a low voltage test of
pulse propagation on the helix is shown in Fig. 2. A
pulse drive on the primary strap creates a voltage on the
helix that builds up over the primary coupling region, as
indicated. Note that the voltage waveforms in the prop-
agation region between the input coupler and the termi-
nation resistors illustrate wave propagation at the design
wave speed of 1.92 m/µs with minimal distortion.The
helix slow wave structure used in the ion accelerator ex-
periments reported here had a very slow wave speed to
match an existing K+ ion injector. PLIA designs are
easily adapted to faster ion speed by reducing the helix
pitch.
The combination of pulse power drive with well-known
helical slow wave structures is a unique feature of the
PLIA. It is somewhat reminiscent of an earlier proposal
to use a helix line to generate a moving magnetic well in
2the Electron Ring Accelerator ERA [25].
FIG. 1: a) A schematic of the helical pulse line structure.
Helical pulse line of radius r is located inside of a conducting
cylinder of radius b, and a dielectric media of permittivity
 is located in the region outside the helix; b) schematic of
a drive voltage waveform applied at the helix input; and c)
mechanically constructed helix for the PLIA experiments.
The beam is approximately synchronous with the trav-
eling wave and is continuously accelerated throughout
the entire length, l, of the helical structure, leading to
a ﬁnal energy gain ∆V ≈ Ezl >> 2V0, where V0 is a
nominal peak input voltage. Depending on the timing of
the injected ion pulse, an additional acceleration up to
V0 can occur in the transformer coupling region and/or
the terminating resistor region. In addition to providing
eﬀective energy gain, the PLIA oﬀers ﬂexibility in manip-
ulating the longitudinal phase space of the beam bunch,
ﬂexibility achieved by appropriate shaping and timing of
the input voltage pulse. This feature allows imparting a
velocity ‘tilt’ to the beam to cause bunching and counter
the longitudinal space-charge induced debunching [24].
TABLE I: Helix numerical parameters.
Parameter Symbol Unit Value
Helix radius r cm 8.1
Ground return radius b cm 11.75
Helix pitch n turns/m 240
Eﬀective helix length l m 1
Dielectric constant (oil) ∈ 2.3
Capacitance C0 pF/m 344
Inductance L0 µH/m 783
Impedance Z0 Ω 1509
Wave velocity vc m/s 1.93x10
6
The helix with the parameters in Table I and a two-
turn primary was installed on an ion beam line, as shown
in Fig. 3. The PLIA experiment used the same front end
as the earlier Neutralized transverse focusing [5–10] and
Neutralized longitudinal focusing [11, 12]. It consisted of
a 350 keV, ≈36 mA K+ beam from an alumino-silicate
source powered by a Marx generator, with variable pulse
length from 300 ns to 20 µsec. Four pulsed quadrupole
FIG. 2: Low voltage test of pulse propagation measured with
a B-dot loop at 20.3 cm intervals. The earliest lower level
signal is near the primary strap and the last signal is midway
through the resistive termination string.
FIG. 3: Experimental conﬁguration of the PLIA with a K+
beam injector, transport by four pulsed quadrupole magnets,
1 m long helix section, diagnostics, and an electrostatic energy
analyzer.
magnets were used to control the beam envelope. The
beam was apertured to ≈1 mA upstream of the PLIA
section. Two removable diagnostics, separated by 1 m,
were located downstream of the helix section to measure
the beam current proﬁle, and followed by an electrostatic
energy analyzer (EEA) to measure the longitudinal phase
space.
Before powering the helix section, the head-to-tail en-
ergy proﬁle of the 350 keV, long-pulse (19 µs) beam was
measured using the EEA as shown in Fig. 4(a). This
was done by varying the DC voltage of the electrostatic
dipole, and collecting the beam current at the exit of the
EEA with a Faraday cup. The Marx voltage waveform
is shown in Fig. 4(b). Except for beam dynamics eﬀects
introduced by time-of-ﬂight and beam aperturing, the
Marx waveform and the EEA energy proﬁle were simi-
lar. The energy distribution provided by the EEA agreed
with the capacitive monitor of the Marx voltage to about
2%.
A voltage pulser was applied to the input end of
the PLIA. The pulser was a charged capacitor bank
which was switched to the low-impedance helix primary
through a triggered spark gap. Figure 5 shows the bipo-
lar helix voltage waveform used for these initial tests
of PLIA beam dynamics. The PLIA exhibited puz-
zling ﬂashovers at relatively low voltages. For these
experiments, the voltage swing was limited to 33 kV,
in order to maintain shot-to-shot reproducibility. This
corresponds to an average ion acceleration gradient of
≈150 kV/meter. Even at that voltage, a ﬂashover was
observed (light emission) on the interior of the helix beam
tube, but the waveforms at the exit were reproducible.
3The problem continues to be investigated, including plans
to test a PLIA with the insulating beam tube interrupted
with voltage grading conductors.
FIG. 4: a) Longitudinal time-energy phase space as measured
using the EEA with the helix unpowered; b) Marx voltage
waveform.
FIG. 5: Voltage waveform measured at the exit of the helix.
The voltage and time interval associated with the ﬁrst full
peak-to-peak swing are 33 kV and 300 ns, respectively.
The helix voltage pulse was applied to the plateau por-
tion of the beam, between 10 and 15 µs after the beam
head [see Fig. 4(a)], where the energy was nearly constant
at the PLIA entrance. Figure 6(a) shows the measured
longitudinal phase space of the beam after the helix volt-
age was applied. The initially ﬂat energy proﬁle then
exhibited pronounced peaks and valleys. Note that the
applied voltage waveform had about ﬁve oscillations of
varying magnitudes. As expected, the portions of the
beam riding on the positive slopes of the waveform were
accelerated while the beam particles riding on the neg-
ative slopes decelerated. Indeed, the frequency in the
longitudinal phase space coincided with that of the he-
lix voltage waveform, and the ﬁve peaks and valleys of
varying magnitudes in Fig. 6(a) could be identiﬁed with
the positive and negative slopes of the voltage waveform.
In these experiments, the beam energy ranged between
above 270 and 500 keV along the pulse, corresponding to
FIG. 6: a) Time-energy phase space of 350 keV beam after
passing through the energized PLIA. With the input volt-
age waveform of Fig. 5, an energy modulation of -80 keV to
+150 keV was measured; b) WARP3D simulation for similar
conditions.
an energy change between -80 keV and +150 keV. Note
that the helix voltage had a maximum range of -21 kV
to +12 kV (Fig. 5).
The result of a WARP [26] particle-in-cell simulation
is shown in Fig. 6(b), using an axisymmetric model with
electrostatic beam self ﬁelds. The model results closely
matched those of the experiment, when the beam was
injected from the source using the Marx waveform taken
from the experiment and transported through the entire
beamline. The conductor geometry from the experiment
was included as a set of Dirichlet boundary conditions on
the potential, and as a particle absorbing boundary. An
idealized model of the helix was used whereby the helix
waveform was advected along the surface of a conducting
cylinder, at the circuit wave speed vc = 2×106 m/s. The
waveform from the experiment was used to specify the
voltage as a function of time at the start of the helix, as
shown in Fig. 5 and time-shifted assuming dispersion-free
propagation. At each simulation time step, this provided
a spatial variation of the voltage along the helix wall
used in the calculation of the electric potential. Space
charge eﬀects were included up to the entrance slit of
the EEA, where the particle current was further reduced.
The particles were then tracked ballistically (since the self
ﬁelds were negligible) to the end of the EEA to produce
the distribution in Fig. 6(b).
Figure 7(a) shows the beam current ampliﬁcation fac-
tor (ratio of current with helix power on to current with
power oﬀ) as a function of time, measured using a Fara-
day cup at the second diagnostic section (located up-
stream of the energy analyzer). Multiple peaks were ob-
served in the current proﬁle, coinciding with the upward
swings of the helix voltage pulse. Two of the peaks were
double peaks, with sharp spikes at the start and end of
the peak; this structure was due to particle overtaking
(wave breaking) in the (z, vz) phase space. The WARP
simulation yields similar structures, as can be seen in
Fig. 7(b). We have observed very similar structures
in previous neutralized drift compression experiments
4FIG. 7: Beam current ampliﬁcation factor, (a) as measured
using a Faraday cup upstream of the energy analyzer; and (b)
as simulated using the WARP code. The Faraday cup had a
ﬁnite aperture as well as time resolution and was unable to
measure the full beam bunch current variations predicted by
the simulation.
FIG. 8: Short-beam experiment on PLIA: (a) Marx voltage
waveform; (b) beam time-energy phase space without helix
power; and (c) phase space with helix powered.
[11, 12]. The higher amplitudes and the correspondingly
closer double peaks in the simulations indicate that the
idealized WARP model is predicting less particle overtak-
ing than in the experiments. The structure and location
of the current peaks from particle overtaking are very
sensitive to the details of the helix waveform propagation
and diagnostics location. The same feature can be seen in
the longitudinal phase-space comparison of Fig. 6. The
simulation of Fig. 6(b) show steeper slopes in the energy
swings, compared to the experiment Fig. 6(a), where the
extent of particle overtaking is somewhat greater.
Finally, as an example of how the PLIA can accelerate
whole bunches, a short pulse was accelerated. To perform
this experiment, the Marx voltage pulse was shortened to
350 ns (FWHM) [see Fig. 8(a)], which was comparable
to the beam transit time through the injector diode. The
beam dynamics in the diode was entirely diﬀerent from
the Child-Langmuir ﬂow characteristic of the long pulse.
These transient eﬀects led to a short pulse with a large
energy tilt from head to tail [Fig. 8 (b)]. When the he-
lix voltage pulse was applied by synchronizing the short
pulse to the rising portion of the helix voltage waveform,
the entire beam bunch was accelerated. The resulting
longitudinal phase space is shown in Fig. 8(c). Note that
the energy tilt of the beam bunch was also increased,
illustrating the potential ﬂexibility in manipulating the
longitudinal phase space by varying the input voltage
waveform and beam timing. This feature is of great value
in controlling the longitudinal space-charge debunching
eﬀects of an intense short pulse, as well as in providing
the necessary velocity tilt for neutralized drift compres-
sion.
In summary, the acceleration of non-relativistic K+ ion
bunches with a helical slow wave structure immersed in
a dielectric has been demonstrated. Due to the travel-
ing wave providing the accelerating ﬁeld, signiﬁcant en-
ergy ampliﬁcation has been achieved with modest volt-
age pulses. Vacuum ﬂashover, which presently limits
the acceleration gradient to ≤150 kV/m is being investi-
gated. When solved, the PLIA concept has the potential
to achieve high acceleration gradients at a modest cost.
We are performing end-to-end simulations of drivers for
WDM experiments, utilizing PLIA modules followed by
ﬁnal neutralized drift compression and focusing.
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